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General Description 

Many rotating machine have no proper provision for aligning the whole unit once it has been installed, so 
regrouting these machines can cause a major problem. How can they be supported, and then aligned 
accurately once the grout has been removed? The answer is the ALPHAPAD® system, which is a series of 
purpose-designed hydraulic jacks, with associated special fittings and pumps, which allow the machine to 
be securely supported during the grout removal operation, and then easily adjusted into the optimum 
position for operating alignment prior to grouting. After the grout has cured, the pressure in the ALPHAPAD® 
cylinder is released, and the loading is transferred to the grout when the anchor bolts are tightened. 
ALPHAPAD®s are also available for use as soleplates, where the machine owner wishes to have the option 
of alignment adjustment after grouting. 


Features 

1. Lifting/support capacities to 100 tonnes per unit. 

2. Easily installed during the grout removal stage.

3. Powerful adjustment capability for warped frames.

4. Accurate levelling together with procesión optics.


Technical Info about ALPHAPADs® 
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ALPHAPAD, type A ALPHAPAD, type B ALPHAPAD, type C ALPHAPAD, type D

𝜙 cylinder (mm) 50.5 79.8 112.9 138.2

Effective area, cm2 20.0 50.0 100.0 150.0

100 kg/cm2 2,000 kg 5,000 kg 10,000 kg 15,000 kg

200 kg/cm2 4,000 kg 10,000 kg 20,000 kg 30,000 kg

300 kg/cm2 6,000 kg 15,000 kg 30,000 kg 45,000 kg

400 kg/cm2 8,000 kg 20,000 kg 40,000 kg 60,000 kg

500 kg/cm2 10,000 kg 25,000 kg 50,000 kg 75,000 kg

600 kg/cm2 12,000 kg 30,000 kg 80,000 kg 90,000 kg

700 kg/cm2 14,000 kg 35,000 kg 70,000 kg 105,000 kg
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All ALPHATEC products are intended for industrial use, and should be used only by experienced personnel 
with proper equipment & training. Always use proper protective clothing, including gloves, face masks or 
shields, and wash any exposed skin thoroughly after using the product. 


See Safety Data Sheets for more information.


Alphatec Engineering licenses various Alphatec group companies to manufacture these products in specific markets.  
Consult your local supplier or the group website www.alphatec-engineering.com for more information.


In the interests of continually upgrading and improving our products, Alphatec Engineering SL reserves the right to 
change these specifications without notice. 
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