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ALPHATEC 130 is a three-component polymer grout system consisting of modified epoxy resin, chemical hardener,
and blended aggregate. ALPHATEC 130 is specially formulated for high temperature operating environments, and is
widely used for steam and gas turbines, blowers, deepwell pumps, heat exchangers, boilers, steel mill equipment,
and other hot machinery. The normal maximum operating temperature for most machinery with an alignment
accuracy measured in 0.1 mm increments is 150ºC, but the product will perform well to 200ºC where maintenance of
alignment to the mm is sufficient.

General Description

1. Operating temperature to 150ºC
2. Ambient temperature curing

Features

Resin System Properties

Cured Properties

3. Minimal shrinkage on cure
4. low thermal coefficient of expansion

Viscosity at 25º C (mPa.s/cP):
Specific Gravity:

Mixing Ratio by weight:
Mixing Ratio by volume:

Pot Life (min.) at T (ºC):

Gel Time (min.) at T (ºC):

Working Time (min.) mixed with aggregate:

Shrinkage on cure:

7,000                  100                  2,300
       1.2                 0.98                    1.1
   100                    28
   100                    33

Liquid Hardener Mixed

60                        25ºC

60                        25ºC

60                        25ºC

0.00022 mm/mm (lab figure, negligible in the field)

Time Temp

   95                            970                       13,800
(10.8)                      110,000                 1,560,000
 38.2                           390                         5,500

 16.6                           170                         2,400

 13.1                           134                         1,900
 13.7                           140                         1,900

                             0.000028/ºC           0.000016/ºF

  SI Units   Metric Imperial
MPa (GPa)   kg/cm2     psi

Compressive strength (ASTM C579B):
Compressive modulus (ASTM C579B):

Compressive strength (ASTM C579B) @ 150ºC:
Compressive strength (cured underwater):

Flexural strength (ASTM C580):
Flexural modulus (ASTM C580):

Tensile bond strength (to steel):
Shear bond strength (to steel):

Slant shear bond strength to concrete:
Tensile bond strength to primed concrete:

Coefficient of linear expansion (ASTM C531):

Creep under load - 24 hrs:
1 year:

10 years:

Creep testing is done with a constant load of 600 psi (4 MPa) @60ºC
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Pictorial Information

ALPHATEC 130 is packed in a set yielding 10 litres.

The components are pre-measured, and should normally be
mixed as a unit.

All ALPHATEC products are intended for industrial use,
and should be used only by experienced personnel with
proper equipment & training. Always use proper protective
clothing, including gloves, face masks or shields, and wash
any exposed skin thoroughly after using the product.

See Safety Data Sheets for more information.

Packaging and Safety

Pour full amount of hardener into the pail containing the
liquid, and mix for no more than 1 minute with an air or
electric-powered Jiffy mixer operated at low speed.

Pour the mixed resins into a suitable pail of 16 to 20 litre
capacity, and add the aggregate portion slowly.

Use full amount of aggregate, unless an Alphatec trained
supervisor recommends otherwise.

Pour the mixed grout material into the forms without delay.
See "General Instructions for the Use & Handling of
Polymer Grouts" for further details.

Mixing and Handling
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ALPHATEC ENGINEERING SL Avenida 9 d’Octubre 1 - 46236 Museros (Valencia), SPAIN.
Alphatec Engineering licenses various Alphatec group companies to manufacture these products in specific markets.

Consult your local supplier or the group website www.alphatec-engineering.com for more information.

In the interests of continually upgrading and improving our products, Alphatec Engineering SL reserves the right to change these specifications without notice.


